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Registration in asymmetric linl< 
environment 
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FA1 maps eacli advertising 
'T>^ interface of the FA1 to a different 
COA 



FA sends a periodic agent 
advertisement including COA for 
one or more Interfaces on one or 
more uplinl<s 



306 ^ 



MR receives agent 
advertisement including COA 
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IVIR sends registration request 
(TTL > 1; SRC = IVIAC address; 
optional extension including 
MAC address; DEST MAC 
address=broadcast or multicast) 
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Downlink router (e.g., FA2) 
forwards the registration request 
to FA1 
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When FA1 receives the 
registration request from FA2, it 

ascertains an Interface of the 
FA1 identified by the COA in the 
registration request and treats 
the registration request as if it 
were received on that interface 



314 FA1 enters the registration 
vl/^ request in a pending registration 
request list 



FA1 marks the request as 
having been received on the 
interface which sent the agent 
advertisement 
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FA1 relays the registration 
request to HA 
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HA sends registration reply, 
updates tables and creates 
tunnel 
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FA1 receives registration 
reply from HA, updates 
tables and creates tunnel 



324 , 



FA1 updates the pending 
registration request list for 
the registration request 



FA1 relays the registration 
reply to the MR via the 
previously identified interface 
(e.g., using the broadcast 

MAC address as the 
destination address or SRC 
MAC address from optional 
extension 
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